
C!,LIFORNIA REGIONAL VlA'rER QUALI'J'Y CONTROL BOARD
SAN FRANCISCO BAY llliGION

NPDES NO. CA0028363

v!AS'l'E DISCHARGE EEQUIREHEN'rs FOR,

AMCHEH PRODUCTS, INC.,
FI~;HONT, ALA"lliDA COUNTY

The California Regional Water Quality Control Board, San Francisco Bay Region,
hereinafter called the Board, finds that:

1"" Arnchem Products, Inco, hereinafter called the discharger, submitted
a report of waste discharge (NPDES Short Form C) dated Harch 29, 1978.

2. The discharger's facility is located at 37899 Niles Boulevard,
Fremont, irmnediately adjacent to Alameda Creek, a major groundwater
recharge stream. The plant's principal product is agricultural and
metal cleaning chemicals, and its principal process is liquid
blending. It is basically a compound plant, blending bases produced
at other locations. The operations at this plant produce no process
wastes except for washwater as noted in finding 3 below; discharge
of stormwater runoff, in finding 4; and the possible spill of
hazaradous materials, in finding 5 ..

3. 11,e only liquid process waste produced is from washing equipment when
there is a change in product types or washing inside floor areas o

To handle these wastes, a pretreatment unit is operated for reduc~

tion of heavy metals and suspended solids removal prior to discharge,
under permit, to the Union Sanitary District.. All sludge is removed
to a Class I disposal site.

4.. A separate storm sewer drains the t.rans te r-vs toraqe , product storage,
and miscellaneous areas and discharges an indeterminate quantity of
potentially polluted storml,ater runoff to Alameda Creek, a wat.e r of
the United Stateso StornMater. runoff from this area contains
pollutants from the storage, normal handling, and residuals of
spills of acids; herbicides containi.ng 2, 4--0, 2,4",5 -'1'", and
2,4 05 -TP Silvexi metal cleaning liquids containing chrome, nickel
and zinc; and other minor amounts of miscellaneous chemicalso
Shut-off valves are installed on the storm drain lines from these
areas" These valvos are maintained in a c Losod and locked post t.Lon
and opened only after a rain" Such drainaqG is done only under
direct supervision of plant managoment to ensure that no polluted
stormwater is discharged. A log book is maintained to record the
date and time when valves are opened for stormwater discharge"
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